








































































B. Flood loads. Utility and miscellaneous Group U buildings and structures, including
substantial improvement of such buildings and structures, shall be anchored to prevent flotation,
collapse or lateral movement resulting from flood loads, including the effects of buoyancy, during
conditions up to the Local Design Flood Elevation as determined in Section 102.3.

C. Elevation. Utility and miscellaneous Group U buildings and structures, including substantial
improvement of such buildings and structures, shall be elevated such that the lowest floor, including
basement, is elevated to or above the Local Design Flood Elevation as determined in Section 140-
2(C) and in accordance with ASCE 24. Utility lines shall be designed and elevated in accordance
with N.J.A.C. 7:13.

D. Enclosures below base flood elevation. Fully enclosed areas below the design flood
elevation shall be constructed in accordance with Section 140-15(8) and with ASCE 24 for new
construction and substantial improvements. Existing enclosures such as a basement or
crawlspace having a floor that is below grade along all adjoining exterior walls shall be abandoned,
filled-in, and/or otherwise modified to conform with the requirements of N.J.A.C. 7:13 when the
project has been determined to be a substantial improvement by the Floodplain Administrator.

E. Flood-damage resistant materials. Flood-damage-resistant materials shall be used below
the Local Design Flood Elevation determined in Section 140-2(C).

F. Protection of mechanical, plumbing, and electrical systems. Mechanical, plumbing,
and electrical systems, equipment and components, heating, ventilation, air conditioning,
plumbing fixtures, duct systems, and other service equipment, shall be elevated to or above the
Local Design Flood Elevation determined in Section 140-2(C).

Exception: Electrical systems, equipment and components, and heating, ventilating, air 
conditioning, and plumbing appliances, plumbing fixtures, duct systems, and other service 
equipment shall be permitted to be located below the Local Design Flood Elevation 
provided that they are designed and installed to prevent water from entering or 
accumulating within the components and to resist hydrostatic and hydrodynamic loads 
and stresses, including the effects of buoyancy, during the occurrence of flooding to the 
Local Design Flood Elevation in compliance with the flood-resistant construction 
requirements of ASCE 24. Electrical wiring systems shall be permitted to be located below 
the Local Design Flood Elevation provided they conform to the provisions of NFPA 70 
(National Electric Code). 

SECTION 4. SEVERABILITY. 
Where any section, subsection, sentence, clause, or phrase of these regulations is, for any 
reason, declared by the courts to be unconstitutional or invalid, such decision shall not affect the 
validity of the regulations as a whole, or any part thereof, other than the part so declared. 

SECTION 5. EFFECTIVE DATE. 
This ordinance shall take effect on {April 25, 2025}.

----

ATTEST: 

�1)� 
Jonathan Mandel, Borough Clerk 
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